MASONRY WALL SCHEDULE

NOTES:
VERTICAL 1. SP — INDICATES MASONRY WALLS WHICH REQUIRE SPECIAL MASONRY INSPECTION.
WALL | CMU WALL REINFORCING ALL REINFORCED WALLS TO HAVE BOND BEAMS AT FLOOR LINES, ROOF LINES
MARK | THIKNESS TYPE REMARKS 2 , :
SIZE | SPACING AT TOP OF WALLS AND AT TOP OF PARAPETS.
- - 3. SEE STRUCTURAL AND ARCHITECTURAL DRAWINGS AND SPECIFICATIONS FOR REQUIRED
MWI 8 | @16 1 HORIZONTAL JOINT REINFORCING, BOND BEAMS AND ADDITIONAL VERTICAL REINFORCEMENT.
o 5 M 4. PROVIDE DOWELS WITH HOOKS INTO FOUNDATION AT ALL VERTICAL REINFORCEMENT. DOWELS
# o.c. 1 TO MATCH VERTICALS IN SIZE AND SPACING.
W3 & | e 320c 1 5. ALL CELLS CONTAINING VERTICAL REINFORCEMENT SHALL BE SOLID GROUTED FULL HEIGHT.
Mw4 8" #X @ 4070.c. 1
MW5 8" & | @4 1
MW6 12" | @16 1 REBAR SPACING
MW7 12" & | @240 1
MW8 12" #X @ 32%.c. 1 g
g
WALL IN PLAN VIEW
VERTICAL REINFORCEMENT
WALL TYPE 1

MASONRY WALL SCHEDULE

SCALE: 1=1
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