T/PARAPET

&

EL. SEE ARCH'L.
BOUNDARY NAILING

STUDS SHALL BE CONTINUOUS
TO TOP OF PARAPET

FACE OF STUD

SIMPSON (OR APPROVED

EQUAL) AT EVERY STUD TO
SOLID BLOCKING

DIAPHRAGM BOUNDARY NAILING

BLOCKING
BETWEEN STUDS

__dJNAILS AT(__"o.c.)

LEDGER TO BLOCKING
PLYWOOD ROOF SHEATHING

T/JOIST

-

BOUNDARY NAILING

EL.

_¢ JOIST BEARING

EL. (X=X

CONT. LEDGER

NAIL TO STUDS

EXTERIOR PLYWOOD

SHEATHING, SEE PLANS AND
NOTES FOR LOCATIONS AND
NAILING REQUIREMENTS

BRICK, SEE ARCH'L.

£

EXTERIOR WALL AT ROOF PARAPET

(2X?) SOLID BLOCKING AT(__"o.c.)

FIRST TWO SPACES MINIMUMN.
NAIL SHEATHING TO BLOCKING

JOIST, SEE PLAN

2x4 AT EXTERIOR
WALL, SEE PLAN

INTERIOR SHEATHING, SEE
PLANS AND NOTES FOR
LOCATIONS AND NAILING
REQUIREMENTS

A

SCALE: 3/4" = 1-0"

D) N
Disclaimer note

This detail must not be used without the final and complete review and evaluation by

the design professional. The design professional assumes total and final responsibility

for this detail os explained in Responsibilities and Legal Notices in the axiomcpl.com

website. Please remove the review text boxes and this disclaimer note after review.
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